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Optimal Thermal Environment in a Neonatal Cot
Annexed please see a copy of a research article by Dr A Amerasinghe, Paediatrician, B. H. Hambantota, appearing in the current issue of the journal of Child Health. I would like to draw your attention to the following:
• The article points out that an instruction manual is not given with the cots supplied by the FHB.
• It points out that the voltage of the electric bulbs have to be chosen according to the environmental temperature and the weight of the neonates.
• For operating temperature 20°C or below it appears that the cot may have to be redesigned.
Please take necessary action and report.
2 Going back in history this cot was designed by the Kandy hospital staff and the Engineering Faculty Peradeniya and used in the Teaching Hospital Kandy for the last 17 years or even more.
It was shown to Dr Mrs Hiranthi Wijemanne (UNICEF & FHB staff). UNICEF was willing to fund the cost of the cot to be used in hospitals at all levels.
This was done about 15 years ago and the supply has been continuing with minor changes up to date. There is a big demand by the paediatricians and so far we have had no adverse feed backs.
This is produced at Peradeniya and the cost is about Rs. 9000/-only.
The research findings are very good and useful.
I shall be grateful if a committee is appointed with paediatrician Dr A Amarasinghe at the College of Paediatricians and FHB to redesign the neonatal cot using the recommended alterations and also write the guidelines for the use of the cot.
